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Print:

Printing Technology:
PrecisionCore TFP Print Head
10-channel, drop-on-demand, inkjet print head
Professional-level pigment-based ink technology
Epson UltraChrome XD ink

Minimum Ink Droplet Size:
Enhanced Variable Droplet Technology as small as 3.5 picoliters

Maximum Print Resolution:
2880 x 1440 dpi; 1440 x 1440 dpi; 1440 x 720 dpi;720 x 720 dpi; 720 x 360 dpi

Print Speed:
Speed - 720 x 360 dpi: 780 ft2/hr
Max Quality - 1440 x 720 dpi: 120 ft2/hr

Nozzle Con�guration:
Color and Monochrome 720 nozzles per Color (x5)

Ink:

Ink Type:
Epson UltraChrome XD Ink

Ink Con�guration:
5-cartridge (Cyan, Magenta, Yellow, Photo Black, Matte Black)

Replacement Ink:
Epson Intelligent Ink Cartridge
Ink Cartridge (110 ml)
Photo Black T692100
Cyan T692200
Magenta T692300
Yellow T692400
Matte Black T692500

Ink Cartridge (350 ml)
Photo Black T693100
Cyan T693200
Magenta T693300
Yellow T693400
Matte Black T693500

Ink Cartridge (700 ml)
Photo Black T694100
Cyan T694200
Magenta T694300
Yellow T694400
Matte Black T694500

Sheet Media Handling:

Left/Right Margins:
0 to 3 mm each (0.24" total)
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General:

Operating Systems:
Mac OS X® 10.7 – macOS™ 10.12.x
Microsoft Windows 10, 8.1, 7 (32-bit, 64-bit)

Server Systems:
Windows Server® 2012, Windows Server 2008

Temperature:
Operating: 50° to 95°F (10° to 35°C)
Storage: -4° to 104°F (-20° to 40°C)

Humidity:
20 to 80% (no condensation)

Dimensions:
64" x 30" x 45" (L x W x H)

Weight:
203 lbs

Printable Area and Accuracy:

Maximum Paper Width:
Single roll up to 44” wide

Minimum Paper Width:
Roll: 10-inch; Sheet: 8.27-inch

Maximum Printable Length:
limited by application, OS, and driver/RIP used

Line Accuracy:
Line Accuracy of +/- 0.1%

Minimum Line Width:
0.018mm

SureColor T5270 Specs

Power:

Rated Voltage:
AC 100-240 V

Rated Frequency:
50-60 Hz

Power Consumption:
Less than 1A

Power Requirements:
Operating: SC-T7270: Approx. 64W
Power o�: Less than 0.5W

Printer Details:

Printer Language:
Epson Precision XD and HPGL/2 & HP-RTL
Optional: Adobe Postscript 3 module supports PS, EPS, PDF, JPEG, TIFF and 
CALS-G4 �le formats

Interfaces:
One Hi-Speed USB 2.0 port
One Gigabit Ethernet Port (10/100/1000 Base-T) with support for TCP/IP IPv4 
and IPv6, Apple® Bonjour®, FTP, WSD, RAW IP, LPD, IPSec, SSL/TLS, and 
IEEE802.1X authentication protocols


